
Installation Instructions for 920ESCJL

E Recessed Flangeless Channel JoinerSSENCE

G P I :ENERAL RODUCT NFORMATION

This product is suitable for locations.damp

This instruction shows a typical installation.

1.0ES_ 1.0

CAUTION RISK OF FIRE-
This product must be installed in accordance with the
applicable installation code by a person familiar with
the construction and operation of the product and the
hazards involved.

Use minimum 90°C supply conductors.

SAVE THESE INSTRUCTIONS!

Luminaire is suitable for installation within a clothes
closet storage space. (Excluding: ESRF1206)

Le luminaire convient à l'installation dans
un vêtement espace de rangement placard. (À
l'exclusion: ESRF1206)
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JOINER

SET SCREW

1 Temporarily align all channels and measure the entire
fixture to determine the final cutout length. Use the
joiners to help align the .channels

Insert one piece of the joiner on one side of the
channel. and secure it in place with a set screw.
Repeat on the other side of the same channel with
the remaining joiner piece.

SET
SCREW

SET
SCREW

If installing the channels as one fully assembled run
you can tighten the joiners to secure the fixture
together before mounting.
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Recessed Flangeless Joiner

2

If installing the channel sections one by one, use the
joiners to align the channels with each other as they
are mounted. It is not necessary to secure the joiners
to both channels. (If using the joiners as alignment
only, you remove the additional unsecured setmust
screws to avoid them from interfering in the
installation of the next channel.)
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(Optional) Mount in Sections

JOINEREXTRUSION

SET SCREW

(Optional) Mount as Complete Fixture

STOP: Refer to instructions provided with the channel with lens to co the installation.ntinue

Continue the Installation


