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For a list of compatible dimmers, visit our website at
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CAUTION RISK OF FIRE-
This product must be installed in accordance with the
applicable installation code by a person familiar with
the construction and operation of the product and the
hazards involved.

Use minimum 90°C supply conductors.

SAVE THESE INSTRUCTIONS!
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2 For the field assembled version only: If needed, cut
the last housing in the run to length.
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1 Install the end caps by sliding them into place and
securing with the set screws.
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POWER FEED

END CAP

SET SCREW

(Optional): Install the J-box by sliding it on top of the
power feed end cap and secure it in place with the
provided screws.
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POWER FEED

END CAP

SCREW
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JOINER

SET SCREW

3 Temporarily align all housings and measure the entire
fixture to determine the final cutout length. Use the
joiners to help align the housings.
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SCREW

SET

SCREW

(Optional): If installing the housings as one fully
assembled run you can tighten the joiners to secure
the fixture together before mounting.
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Prepare the Housing

STARTER HOUSING

S ER HOUSINGTART

POWER SUPPLY

POWER SUPPLY

SLOTSLOT

SLOTSLOT

1 Determine the location of the power supply, then
position the starter housing closest to the power
supply end.

Assemble the Housing
(Field Assembled only)
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NOTE: For Factory Assembled skip to section 3.

Create the Pocket/Slot

NOTE: Use the listed dimensions as reference only. To

ensure a perfect fit, measure the fixtures on site.

Create an appropriate sized pocket/slot for your
fixture’s profile. Measure the fully assembled length of
the housing to get the slot length, then select the
appropriate width for the model being installed.
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1

Slot width 2.52” – 2.75”

NOTE: For Cove ighting ensure the illuminatedl

portion of the fixture is at least 6” from the ceiling.

For Toe kick lighting ensure the illuminated portion

of the fixture is at least 6” from the floor.



Insert the housing(s) into the slot.

Secure the housing using the preferred mounting
method. Ex. Construction adhesive, staples, or
screws.
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If installing the housing sections one by one, use the
joiners to align the housings with each other as they
are mounted. It is not necessary to secure them to
both s. (If using the joiners as alignment only,housing
you remove the additional unsecured setmust
screws to avoid them from interfering in the
installation of the next housing.)

Secure the housings using the preferred mounting
method. Ex. Construction adhesive, staples, or
screws.
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Install a ingle or Joined Housing RunS

Install a Multiple Housing Run
( )Field Assembled Only
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Plaster the Fixture

3A7B

Mask the channel aperture to ensure no plaster, dust
or paint enters the housing during the finishing
process.
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A setting type of joint compound with drywall tape is
recommended. Durabond or equivalent.

Properly plaster and finish around the fixture.

Remove masking tape.
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JOINER
HOUSING

3A7A

MASKING

HOUSING

NOTE: Ensure low-voltage leads from the power

source are secured in the housing with tape.

NOTE: For factory assembled skip ahead to section 7.

DRYWALL

TAPE

SET SCREW

LOW-VOLTAGE

LEADS

Follow the light direction label on the fixture. Ensure
the orientation of the fixture matches the profiles
shown in the diagram depending on the desired
effect.
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HOUSING

TOEKICK

COVE

Select the Housing Orientation
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Cut the lens to length if needed and install it by
pushing one end into the housing, then press and
slide until the other end snaps into place.
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Install the ensL

2 Adhere the first few sections of LED tape to the
inside of the housing. Then loosely place the
remaining tape into the housing.
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NOTE: Ensure the ambient temperature is minimum
50° F (10° C) or the tape will not adhere properly.

Install the LED tape into the housing
(Field Assembled Only)

Peel off the 3M Adhesive backing and tear off
backing along the LED tape’s edge.
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BACKING

+

−

LED TAPE EDGE
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NOTE: For factory assembled skip ahead to section .9

Connect the low-voltage leads to the
power supply

Connect the negative to the fixturepower supply
negative (striped or black).

Connect the to the fixturepower supply positive
positive (solid or red).
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FIXTURE NEGATIVE (-)POWER SUPPLY OUTPUT NEGATIVE (-)

POWER SUPPLY OUTPUT POSITIVE (+) FIXTURE POSITIVE (+)
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FIXTURE

POWER

SUPPLY

OUTPUT
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LENS

3 Once the tape has been started, use the tape
application tool to help install the remaining tape by
placing it onto the tape and using the tool to slide
along the channel and press the tape into place.
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TOOL


